
Battery Extender

Computer
Controlled

• Fully Automatic 1 Amp Battery Charger/Maintainer

• Sealed Against Moisture & Garage Debris

• 20’ Foot Quick-connect Cord

• Fully Automatic 3 Amp Battery Charger/Maintainer

• Scrolling Digital Display

• Hook Attachment

CONTENTS: 
(1) 85-001 1 AMP BATTERY CHARGER/MAINTAINER
(1) 24" FUSED RING LEADS HARNESS W/ WEATHER CAP
(1) CLAMP ADAPTER
(1) MANUAL

SPECIFICATIONS: 
INPUT: 120V AC 60HZ, 0.4A
OUTPUT: 6V DC @ 1A, 12V DC @ 1A

Animated display with step-by-step instructions to properly charge your battery

CONTENTS: 
(1) 85-003 3 AMP BATTERY CHARGER/MAINTAINER
(1) 24" FUSED RING LEADS HARNESS W/ WEATHER CAP
(1) CLAMP ADAPTER  (1) DC ADAPTER
(1) MANUAL

SPECIFICATIONS: 
INPUT: 120V AC 60HZ, 0.79A
OUTPUT: 6V DC @ 6A, 12V DC @ 3A

AUTO-VOLTAGE DETECTION  |  QUICK-CONNECT HARNESS  |  FLOAT-MODE MONITORING

2 YEARS LONGER THAN STANDARD MAINTAINERS

Extends Battery Life

• COMPUTER CONTROLLED
     8-stage charging for added precision, safety and battery life

• AUTO-VOLTAGE DETECTION
     Automatically detects 6 or 12 volt batteries

Automatically detects

6 or 12 volt batteries

• FLOAT-MODE MONITORING
     Automatically maintains optimum battery charge

• REVERSE HOOK-UP PROTECTION
     Helps protect battery and charger from damage

1-800-LET-NAPA1-800-LET-NAPA

For All Battery Types

85-001 85-003

Power                          Charging                       Charged

Unique Charging Interface

Features

Look For a Full Assortment of Battery Maintenance Products
to Meet Your Customer’s Needs

85-300A 85-302 85-101

Scrolling Digital Display

2-Year
Warranty
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