MILLENNIUM CANISTER, P/N 818263

THESE CANISTERS ARE APPROVED ONLY IN THE FOLLOWING CONFIGURATIONS:

- **RESPIRATOR COMPONENTS**
  - TC- PROTECTION 1
  - APR ADAPTER
  - CAP ASSEMBLY
  - INLET COUPLING

- **FACEPIECES**:
  - MILLENNIUM FACEPIECE, MED
  - MILLENNIUM FACEPIECE, SM
  - MILLENNIUM FACEPIECE, LG
  - ADVANTAGE 1000, MED
  - ADVANTAGE 1000, SM
  - ADVANTAGE 1000, LG
  - ADVANTAGE 3200 SM / MED / LRG
  - ULTRAVUE, MED
  - ULTRAVUE, SMALL
  - ULTRAVUE, LARGE
  - ULTRAVUE, MED
  - ULTRAVUE, SMALL, NFPA
  - ULTRAVUE, MED, NFPA
  - ULTRAVUE, LARGE, NFPA
  - ULTRA ELITE, SMALL
  - ULTRA ELITE, SMALL, NFPA
  - ULTRA ELITE, MED
  - ULTRA ELITE, MED, NFPA
  - ULTRA ELITE, LARGE
  - ULTRA ELITE, LARGE, NFPA

**CANISTER, APR ADAPTER**
- APR ADAPTER - SLIDE TYPE
- APR ADAPTER - PUSH TO CONNECT TYPE

**CAP ASSEMBLY**

**INLET COUPLING**

---

1. **PROTECTION**

   - P100- PARTICULATE FILTER (99.97% filter efficiency at 0.3 micron level) effective against all particulate aerosols.

2. **CAUTIONS AND LIMITATIONS**
   - A- Not for use in atmospheres containing less than 19.5% oxygen.
   - B- Not for use in atmospheres immediately dangerous to life or health.
   - C- Do not exceed maximum use concentrations of harmful contaminants in air.
   - D- All approved respirators shall be selected, fitted, used, and maintained in accordance with MSHA, OSHA, and other applicable regulations.
   - E- Never substitute, modify, or add parts. Use only exact replacement parts as specified by the manufacturer.
   - F- Refer to User’s Instructions and/or maintenance manuals for information on use and maintenance of these respirators.
   - G- NIOSH does not evaluate respirators for use as surgical masks.
   - H- Special or critical use instructions and/or specific use limitations apply. Refer to User’s Instructions before donning.