
V-Series Stretch Energy-Absorbing
Lanyards Conversion Guide

Old P/N Description New 
ANSI P/N Description Standard

Legacy Lanyards V-Series Lanyards

10088065
Diamond Single-Leg Energy-Absorbing
Lanyard, 6', 36C steel snaphooks

10193748
V-Series Stretch single-leg energy absorbing
lanyard, 6', 36C small snaphooks

ANSI Z359.13, 
OSHA

10156525
Diamond LITE Single-Leg Energy-Absorbing
Lanyard, 6', AL36C aluminum snaphook

10193748
V-Series Stretch single-leg energy absorbing
lanyard, 6', 36C small snaphooks

ANSI Z359.13, 
OSHA

10156526
Diamond LITE Twin-Leg Energy-Absorbing
Lanyard, 6', (2) AL36C aluminum snaphooks

10193553
V-Series Stretch twin-leg energy absorbing
lanyard, 6', 36C small snaphooks

ANSI Z359.13, 
OSHA

10088066
Diamond Single-Leg Energy-Absorbing
Lanyard, 6', 36C steel snaphook & 36CL 
rebar snaphook

10193554
V-Series Stretch single-leg energy absorbing
lanyard, 6', 36CL large snaphooks

ANSI Z359.13, 
OSHA

10156527
Diamond LITE Single-Leg Energy-Absorbing
Lanyard, 6', AL36CL aluminum snaphook

10193554
V-Series Stretch single-leg energy absorbing
lanyard, 6', 36CL large snaphooks

ANSI Z359.13, 
OSHA

10164001
Diamond Twin-Leg Energy-Absorbing
Lanyard 36CL 6.5'

10193555
V-Series Stretch twin-leg energy absorbing
lanyard, 6', 36CL large snaphooks

ANSI Z359.13, 
OSHA

10156528
Diamond LITE Twin-Leg Energy-Absorbing
Lanyard, 6', (2) AL36CL aluminum snaphook

10193555
V-Series Stretch twin-leg energy absorbing
lanyard, 6', 36CL large snaphooks

ANSI Z359.13, 
OSHA

Complex Worksites. Simplified Solutions.
The V-Series stretch shock absorbing lanyard line simplifies product selection by offering a concise line of lanyards that meet a wide 
range of customer needs. Reduce snag and trip hazards, and increase worker flexibility with the stretch style of webbing. Abrasion resistant
cover for the energy absorber provides additional protection for increased service life. All stretch lanyards can be easily identified by the

icon on the energy absorber’s cover.
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MSAsafety.com

Note: This Bulletin contains only a general description of the
products shown. While uses and performance capabilities
are described, under no circumstances shall the products be
used by untrained or unqualified individuals and not until
the product instructions including any
warnings or cautions provided have been
thoroughly read and understood. Only they
contain the complete and detailed
information concerning proper use and care
of these products.
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