## CONSTANT FLOW AIRLINE

### TYPE C, CONTINUOUS FLOW, SUPPLIED-AIR RESPIRATOR

These respirators are approved only in the following configurations:

<table>
<thead>
<tr>
<th>TC-</th>
<th>PROTECTION 1</th>
<th>RESPIRATOR COMPONENTS</th>
<th>ACCESSORIES</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>ALTERNATE HOSE</td>
<td>ALTERNATE BELTS</td>
</tr>
<tr>
<td></td>
<td></td>
<td>INLET ASSEMBLY</td>
<td>INLET ASSEMBLY</td>
</tr>
</tbody>
</table>

### CAUTIONS AND LIMITATIONS 2

1. PROTECTION
   - CF: Continuous Flow
   - SA: Supplied Air
   - Not for use in atmospheres containing less than 19.5 percent oxygen.
   - Not for use in atmospheres immediately dangerous to life or health.
   - Do not exceed maximum use concentrations established by regulatory standards.
   - Airline respirators can be used only where the respirators are supplied with respirable air meeting the requirements of CGA G-7.1 Grade D or higher quality.
   - Use only the pressure ranges and hose lengths specified in the User’s Instructions.
   - Failure to properly use and maintain this product could result in injury or death.
   - All approved respirators shall be selected, fitted, used, and maintained in accordance with MSHA, OSHA, and other applicable regulations.
   - Never substitute, modify, add, or omit parts. Use only exact replacement parts in the configuration as specified by the manufacturer.
   - Refer to User’s Instructions, and/or maintenance manuals for information on use and maintenance of these respirators.
   - Special or critical user’s instructions and/or specific use limitations apply. Refer to User’s Instructions before donning.

### CONTROL BOX

Mat/ Doc # 10087846  
Rev 1  02/18/2011  
CONSTANT FLOW AIRLINE  
Prnt Spec. 10000005412  
TAL 2-24-11