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www. MSAsafety.com/detection
+1-949-581-4464  (phone)

Terms:     Net 30 Days
F.O.B.:       Lake Forest, California
Prices subject to change without notice.

All change orders are subject
to a minimum cancellation charge of
$100.00 or 10%, whichever is greater.

Ultrasonic Gas Detection

DETECTOR
                       � (Std) OBSERVER-i 
A. OUTPUT OPTION:
1- □ (Std) 4-20 mA SOURCE CURRENT, DUAL MODBUS
2- □ 4-20 mA SINK CURRENT, DUAL MODBUS
3- □ 3.5 mA HART, SOURCE CURRENT, SINGLE MODBUS
4- □ 3.5 mA HART, SINK CURRENT, SINGLE MODBUS
5- □ 1.25 mA HART, SOURCE CURRENT, SINGLE MODBUS
6- □ 1.25 mA HART, SINK CURRENT, SINGLE MODBUS

B. RELAY STATE:
1- □ (Std) ALARM DE-ENERGIZED
2- □ ALARM ENERGIZED

C. CABLE ENTRY/CONNECTOR TYPE:
1- □ (Std) M20 SCREW TERMINAL
2- □ 3/4in NPT SCREW TERMINAL

D. APPROVALS/LANGUAGE:
1- □ (Std) CSA/FM-ATEX/IECEx
2- □ Inmetro

E. OPERATING MODE:
1- □ (Std) ENHANCED MODE (EAO1)
2- □ ENHANCED MODE (EAO2)
3- □ ENHANCED MODE (EAO3)
4- □ CLASSIC MODE

F. MICROPHONE ASSEMBLY:
1- □ (Std) NGMM

Configurations                                                                                      Effective 15 March 2016

26776 Simpatica Circle
Lake Forest, CA 92630

Telephone:+1-949-581-4464 www.MSAsafety.com/detection
Email: info.gm@MSAsafety.com

                             A      B       C       D       E       F        

             
OBSERVERi  -   1   -   1   -   1   -   1   -   1   -   1   


