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FRONT VIEW SIDE VIEW

Illustrations of Senscient ELDS Series 2000 Transmitter Unit (Tx) with FM Approval - For Reference only.
A Senscient ELDS Series 2000 system is made up of a Transmitter and Receiver (Receiver not shown)
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UNIT WEIGHT (Kg) MATERIAL
Bracket (FM) 3.7 SS 316

Sunshade (FM) 0.9 SS 316
Rx (Unit Only) 8 SS 316
Tx (Unit Only) 8.9 SS 316
Rx (Compete) 12.6 SS 316
Tx (Complete) 17.2 SS 316
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Illustration and dimensions suitable for Standard and FM bracket

Illustrations of Senscient ELDS Series 2000 Mounting Bracket Footprint - For Reference only.
A Senscient ELDS Series 2000 system is made up of a Transmitter and Receiver (Both not shown)
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Terminal Block

far left (position 1) 24v

position 2 negative, 0v
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Wiring - Overview
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Terminal PCB Example (Tx - Transmitter Shown)

Power Supply Connections, Wiring, and Fuses

Nominal Power Supply 24 V DC
Power Supply Range 18 - 32 V DC

Rev 2 - 23/3/18 DR 226

COMPONENT
MAXIMUM 
POWER 

CONSUMPTION

MAXIMUM CABLE LENGTH 
WITH 1.5mm2 CONDUCTORS 

(12 Ohms/Km) AND 24 VDC 
SUPPLY

MAXIMUM CABLE LENGTH 
WITH 2.5mm2 CONDUCTORS 
(7.6 Ohms/Km) AND 24 VDC 

SUPPLY
TERMINAL SIZES

MINIMUM 
FUSE 

RATING
RECOMMENDED 

FUSE RATING

Transmitter 12 W 450 m (1476 ft) 710 m (2329 ft) 0.5 mm2 - 2.5 mm2 
(20 AWG - 14 AWG) 1 A 1.5 A

Receiever 10 W 375 m (1230 ft) 1936 m (1936 ft) 0.5 mm2 - 2.5 mm2 
(20 AWG - 14 AWG) 0.75 A 1 A

System (Tx+Rx) 22W - - - 1.75 A 2.0 A
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ELDS Receiver Connections (Current Sink)

ELDS Transmitter Connections REV 1 - 21-3-17

All Dimensions in mm unless stated
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Wiring - Current Sink
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V
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SAFETY /
PROTECTIVE EARTH

+

+24V
0V

SCREEN/SHIELD
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+24V 0V

1

RX TERMINAL COMPARTMENT

42 3

TX TERMINAL COMPARTMENT

1

0V+24V

SCREEN/SHIELD

0V
+24V

SAFETY /
PROTECTIVE EARTH

INSTRUMENT EARTH (CLEAN)

CONTROL CABINET CONNECTIONS

LINK
SENSER

V

0V

+
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ELDS Receiver Connections (Current Source)

TX TERMINAL COMPARTMENT

1

0V
+24V

SCREEN/SHIELD
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4-20mA (1)
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+24V

4 - 20mA (1)
1

RX TERMINAL COMPARTMENT

LINK

0V0V
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+24V
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2 3 4

REV 1 - 21-3-17

All Dimensions in mm unless stated

21/03/18

21/03/18

21/03/18

21/03/18

21/03/18SM
SPC

PDR

LPR
PDR

SCALE n/a

ELDS Open Path
Installation Outline Drawings
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LINK

SCREEN/SHIELD

INSTRUMENT EARTH (CLEAN)

0V

CONTROL CABINET CONNECTIONS

ELDS Transmiter Connections Rev 2 - 23/3/18 DR 226
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Wiring - Isolated Output
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ELDS Receiver Connections (Isolated Output)

ELDS Transmiter Connections

TX TERMINAL COMPARTMENT

1

0V
+24V

SCREEN/SHIELD

0V+24V

SAFETY /
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CONTROL CABINET CONNECTIONS

2 3 4

RX TERMINAL COMPARTMENT

1

0V+24V

4 - 20mA (1)
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+24V

+ -

SAFETY /
PROTECTIVE EARTH INSTRUMENT EARTH (CLEAN)

V

4-20mA (2)

CONTROL CABINET CONNECTIONS

4 - 20mA (2)

2 3 4 5 6 7 8 9 10 1112

+V

SENSER

4 - 20mA (1)

+ -

+

RSENSE
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