
第一步，拉开座垫底部的拉链，取出座垫内的脚及五金配件。

第二步，将脚顺时针方向旋入螺孔，完成脚的组装。
对于其他的垫子都一样操作。

第三步，将靠背按图示插入座上的安装孔中，
完成单个沙发的组装。对于转角沙发也一样操作。

第四步，茶几的面可以正反两用。
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第一步，拉开座垫底部的拉链，取出座垫内的脚及五金配件。

第二步，用扳手装上每个脚，拧紧后粘上防
滑脚垫。

第三步，将靠背按图示插入座上的安装孔中，
完成单个沙发的组装。对于转角沙发也一样操作。

第四步，茶几的面可以正反两用。
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Remove legs and hardware from zipper enclosure
below cushion Hardware pack

Use allen key to tighten legs, insert caps
and zip close bottom

Insert bayonets into slots on top side of cushion 
until they lock into place

The reversible ottoman top can be
flipped to use as a table
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A联结方式：

B联结方式：

一、选择要组装的扶手

二、同时翻倒沙发及扶手，拉开座下拉链，用剪刀或
其他尖的工具将要装扶手这一面（如箭头所示）内侧的六个孔剪穿

三、用螺丝及扳手将扶手与沙发锁紧。完成扶手组装。

将沙发放倒，相邻位置用联结铁连接，装上螺丝即可。

A联结方式：

B联结方式：

一、选择要组装的扶手

二、同时翻倒沙发及扶手，拉开座下拉链，用剪刀或
其他尖的工具将要装扶手这一面（如箭头所示）
内侧的六个孔剪穿

三、用螺丝及扳手将扶手与沙发锁紧。完成扶手组装。

一、将沙发放倒，在沙发底部装上联接件（注意方向为同向），装螺丝的孔位有四个，
各选择二个即可选择的原则是以联接件尽量伸出沙发侧面为标准孔位。

二、将要联接的沙发并放一起，
二人稍抬起联接件钩外露这一边的沙发，
然后如图C中所示扣上二组联接件即可
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Option A：

Option B：

Unzip bottom. Lay sectional on back and line
up holes with T-nuts on optional arm

Loosely tighten all screws with included allen wrench
and then tighten. Arms can be attached to either side or
both to make a club chair

Optional ganging clamps should be attached with screws to T-nuts under sectional 
using the included allen wrench. Use female on outer most section

Female should
go on outer
most section
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WEIGHT LIMIT: 15 kgs (33 lbs)


